
Osceola County Fair  

Compact stock class rules  

Any questions call Larry DeBoer at 712-461-2534 or Ron Van Engen at 712-461-0386 Any 
front or rear wheel drive car with 111” wheelbase or smaller. No 4x4 , Awd or rear 
engine cars. 4 or 6 cyl engine only. Engine must be stock. Engine swaps are allowed 
but must be mounted like stock, no homemade mounts, must be stock upper and lower 
type mounts. All chrome, glass, interior and flammable material removed.  

Tires and Wheels DOT tires only, no skid steer tires. Mud and snow tires ok. No 
studded tires. 16” wheels max. No reinforcement of wheels, valve stem protectors ok. 
No doubling tires, flaps ok.  

Battery Must be moved to passenger floorboard. You are allowed to run 2 batteries. 
Must be mounted securely and covered.  

Fuel tank The stock tank must be removed from under the car. Boat tank, fuel cell or 
steel tank only. Stock tank ok if it is steel. No plastic tanks or fuel jugs. Must be 
mounted in back seat area behind the driver. Must be mounted securely and covered. 
Fuel pumps, if electric must have shut off [ switch or with ignition]. No fuel tank 
protectors. Preferred to have tank covered with non-flammable material such as tin 
esp. if the stock tank is used. Fuel line run either under the car, or if run inside the car, 
be steel line or run inside some sort of metal conduit  

Car 
Building  

*Hoods and Trunks Stock hinges must remain in place. Hoods must have 12” x 12” 
hole cut for fire extinguishing. #9 wire or 3⁄8 chain in 6 spots only [ hood and trunk ] 2 
per fender, 2 per bumper, etc. 1 loop chain or 3 loops wire. Hoods and trunks must 
open for inspection during tech. No bolting hoods or trunks, no ready bolt thru 
frame/body etc.  
*Doors Drivers door may be welded shut and may have maximum 6” channel or 
equivalent mounted no more than 4” past door seams. May be welded or bolted to the 
door. All other doors must use #9 wire or 3⁄8 chain. 2 spots per door seam, 1 loop chain 



or 3 loops wire. No looping thru frame/sub-frame. No welding washers or plates to the 
body to run wire-chain through for extra strength.  

* Car and Body *Seat bar is mandatory. 4”x4”x1/4” max. Mounted from side to side no 
more than 6” behind the seat and attached to 12” x 12”x 1⁄4” plate max. Welded or 
bolted to doors. Dash bar is optional. Door bar mandatory on the driver's side may 
attach to dash bar or may attach to inside door with bolts or welds. Door bar on 
passenger side optional two down tubes optional. No tank protectors. *Windshield bars. 
May attach 2 bars from top of the windshield to firewall. 2” wide maximum, may be 
welded or bolted. No rear window to trunk bars. *Bumpers. Stock bumpers only! No 
loading bumpers, no welding skins or seams. No hard nosing to body/frame. Stock 
bumper shocks for that car [may be compressed and welded] or 2” max round or 
square pipe 10” long welded or bolted to frame in stock location. Minimum of 2” should 
stick out in front of the frame. If aluminum bumper, rusted or plastic bumper you will be 
allowed to replace with steel bumper from a similar type of car. Bumpers may be 
chained or wired as in hood rules. We do not want bumpers falling off. *Frame and 
Suspension. The suspension must remain stock! We will allow use of shims or spacers 
to stiffen the front suspension if spring or strut is bad, front bumper height no more than 
24” at top of bumper. No welding or bolting on suspension! No welding frame seams. 
No loading frames. No notching frames. If a pre-ran car and frame are bent you may 
plate bent area only! With one 4”x 4” x 3/16” plate with 1⁄2” hole drilled in the middle [ 
for inspection purposes]. Plates welded to the outside of frame only. Allowed two plates 
per frame rail,  
per corner RF, LR etc. The frame must be damaged to be plated or they will be cut off. 
No other repairs on frame allowed. *Rear ends-Differentials. May be welded to make 
positraction. Rears must be 4 or 5 bolt wheel car rear ends *No modifying steering or 
suspension components *No bolting sheet metal to sheet metal [ fenders, hoods etc.] 
*No extra coolers [ trans, radiators etc] *Brakes on drive wheels must work. *Stock 
driveshafts [ no slides ] *This is a Stock Build, entry-level type, class. Keep it simple. 
Anything done more than what is in these rules you will be asked to change or run up 
into next class. Or you will not run. You can remove anything but add nothing *Drivers 
must have full face DOT or racing helmets (helmets must be present at inspection), eye 
protection, and long sleeve jacket or shirt while driving. No shorts or flip flops 
either....seriously! *Trophies awarded to top 4 plus Mad Dog award. Payout to be 
announced. 



 
2019 Osceola County Fair 
Demolition Derby 
Deuces Wild 2 Man Class 
 
Format 
Two drivers in the car at the same time. The driver will be in control of steering and 
brake. The 
passenger will be in control of gas pedal. Either driver or passenger can control shifter. 
The 
passenger may mount dummy steering wheel, bar or handle of some sort mounted on 
dash bar 
to hold on to. 
General rules 
1. Any passenger car, Rear wheel drive or front wheel drive with 108” wheelbase or 
larger. 
No 70 and older Lincoln’s, 73 and older Imperials. No ambulances, hearses, SUV’s, 
4X4’s, limos, etc. 
2. All drivers must sign a release form before a competition. 
3. All drivers must wear full face DOT or racing helmets (helmets must be present at 
inspection), eye protection, and fireproof jacket or equivalent (no sweatshirts). Gloves 
recommend. 
4. Seat belts required for both drivers. 
5. Drivers and crew members required to be at pit meeting. Pit meeting for the derby is 
right after figure 8 pit meeting. If you're not at the pit meeting, don't complain that you 
don't know what is going on. No hot rodding in pits! Keep it at an idle. 
6. If stalled you are given 1 minute to get your car going. You are also giving 1 minute 
to 
make an aggressive hit ( no sandbagging ). 
7. No alcohol in pits. We smell alcohol on driver’s you will be dq'd. 
8. Any complaints about other cars or drivers need to be presented to officials at pit 
meeting in detail. We do not want to hear it afterward. 
9. If any questions about the rules call us. 
10. All officials decisions are final. 
 
Car preparation 
1. All cars must remain stock unless a modification is stated in rules. 
2. All glass, interior, plastic, chrome, wheel weights must be removed. 
3. No trailer hitches 



4. Must have car number painted on front doors 15” tall in contrasting color. 
5. Roof sign no larger than 24”x 24” with a number on it. 
6. No fresh paint or undercoat on frames or underbody. If you repaired rust etc. we want 
to 
see it, don't try to hide it. 
7. No welding except for what is stated in the rules. 
8. No re-welding factory frame seams. 
9. No frame shaping. 
 
Cage 
1. Seat bar, dash bar, door bars and halo bar required. Must be square or round tube 
only. 
Minimum of 2”x 2” and maximum of 4”x4” materials. No solid material must be a tube. 
2. Door bars may be connected to dash and seat bars. 
3. Seat bar may be installed in 1 of 2 ways. 
a. Seat bar may be welded to a 12”x12”x1/4” plate on each end and then bolted or 
welded to inside of the rear doors/body. 
b. Seat bar may be welded to the inside of the halo uprights if halo is attached to 
floor/frame. Halo bar may be welded or bolted to floor/frame or welded to the top 
of seat bar, depending on which option you use for seat bar. Seat bar/ halo bar, 
no more than 12” behind driver’s seat. 
 
4. Door bars must have 2 vertical bars from floor/frame to door bar on both sides. 
These 
bars must run inside the door seam. 
5. Gas tank protector allowed and must attach to seat bar. It must be centered in the 
car 
and cannot exceed 24” wide. It must stay 3” from rear sheet metal and must remain 4” 
off of the floor at highest floor level. Station wagons, the protector must not go further 
back than rear seat area. Tank protectors may be gusseted at seat bar no more than 
12” 
from protector towards the halo uprights. 
6. No other tubing allowed, no kickers off the main cage allowed. 
Body 
1. No body shaping 
2. Any rust repair must be replaced with sheet metal only. Leave the rust in place. 
Patches 
can only be 2” larger than rusted out area. Patches can be welded, riveted, etc. 
3. Body bolts may be replaced with 5⁄8 bolt max with 4” dia washer max. Stock spacer 



to be 
reused if possible or replaced with the equivalent of the same size. 
4. No folding over tops of doors. 
5. No #9 wire in windows or from roof to frame. 
Doors 
1. Doors may be welded shut with the maximum of 3”x1/8” strap or 3⁄8”rod, welded 5” 
on 5” 
off. Cannot overlap metal. If you opt to not weld, you can tie in 6 spots with 3⁄8 bolts, 1 
loop 3⁄8 chain per spot, #9 wire 3 loops per spot. You may choose 1 method only. 
2. You may use 1⁄4 plate max inside both doors bolted or welded to door or cage, for 
drivers 
protection. Or 8”x2” max channel or tube bolted or welded to outside of doors no wider 
than 6” past door seams. 
Trunk 
1. Trunks can be tucked 60%, Original trunk hinges must remain stock. 
2. No welding on trunks must be chained (1loop 3⁄8 chain), #9 wire (3 loops) or bolted, 
in 4 
spots only. 
 
3. You can use 2 - 1” ready bolt to hold down the trunk, it can go through frame or trunk 
pan but is included as 2 of the 4 spots. 
4. No shaping quarter panels or trunk. 
5. No bars from the trunk lid to the roof. 
6. Station wagons must have all decking and seat removed. 
Hoods 
1. Must have 12”x12” hole in the hood for fire extinguishing purposes, may bolt hood 
sheet 
metal back together with 6 - 3⁄8 bolts max. 
2. Bolt, 3⁄8 chain (1 loop), or #9 wire (2 loops) in 6 spots allowed max, 4 spots 
minimum. 
Hood hinges allowed to stay in place and NOT counted as hold down spots. 
3. 2 - 1” ready bolt allowed in front, can go through the frame at radiator support but 
must 
use factory thickness body spacer (no tilting front clip). 
4. 4”x4”x1/4” washer max for ready bolt on hood. 
5. Except for ready bolt all other spots must be sheet metal to sheet metal. 
6. Hoods must be able to open at a time of inspection, no exemptions. 
Windshield bars 
1. 2 bars allowed in windshield opening, 3”x1/4” max, welded or bolted to roof and 



firewall, 
no more than 6” of strap on roof or firewall. 
2. If the firewall is modified for engine swap you are allowed 1 - 3”x1/4” strap attached 
horizontally across windshield bars 3” above firewall. 
3. If bars are not used you are allowed 3 loops #9 wire in 2 locations, twisted for 
strength. 
Bumpers and Mounts 
1. Stock passenger car bumpers only! No homemade bumpers. 
2. If plastic or aluminum bumper, they may be replaced with steel as per rule #1 above. 
3. Outer skin (chrome) may be welded to inner. Ends may be trimmed and folded. 
4. Absolutely no loading or adding metal to bumpers. 
5. The mounting bumper may be done in ONE of these methods. 
a. Stock bumper shocks may be compressed and welded. May be mounted in 
stock location or on outside of frame rails, bolted with 1⁄2” bolts or welded. 
b. 2”x2”x1/4” square or round tube 10” long max, mounted on outside of frame rails 
or inside of the the frame, bolted with 1⁄2” bolts or welded. If using tube 2” must 
remain exposed between the end of frame and bumper. 
c. 4”x 3⁄8” plate made in L shape with 10” max welded or bolted (1⁄2” bolt) to outside 
of frame only. 
d. Bumpers may be welded to stock shock, tube or plate with no added material. 
e. No hard nosing to frame/body. 
f. These bumper rules apply to front and rear bumpers. 
g. Bumper height no more than 24” to the top of the bumper. 
h. You may run 3 loops of #9 wire in 2 spots, around bumper to radiator support in 
front and trunk area in the rear to keep bumpers from falling off. 
 
Engine and Drivetrain 
1. Engine swaps are allowed but must be mounted like stock. 
2. Modification of firewall ok for engine swaps. 
3. Lower cradle allowed, no pulley protectors, no distributor protectors. 
4. Headers through hood ok. 
5. Front wheel drive cars, carb on motor ok, may run carb protector as long as it does 
not 
reinforce the body of the car. 
6. Slider shafts ok. 
7. Trans cross members must be stock with modification for trans mount only. Or 
2”x3”x1/4” tube or 2”x1/4” pipe mounted like stock. 
8. No tranny braces, trans may have 3⁄8” chain or #9 wire around the tail housing to 
help 



hold in place. 
9. Tranny coolers ok 
10. Stock passenger car rear end only must be 5 bolt axle only, no floater, no bracing, 
must 
be mounted like stock in stock location with stock control arms. 
11. Rear Ends may be welded to make posi-traction, front wheel drive may weld 
transaxle 
to make posi-traction. 
12. All cars must have the ability to stop. 
Front Suspension 
1. All suspension and steering components must remain stock. 
2. Steering boxes may be swapped. 
3. Front suspension may be modified in 1 of 3 ways only to achieve bumper height. 
a. Springs may be swapped for heavier spring. 
b. Spring spacers may be used. 
c. Upper A-frame may be bolted or welded. If welded you may use 2”x4”x1/8” strap 
on one side of A-frame only. 
 
4. Mopar cars may adjust torsion bars but must still be able to bounce the front end. 
5. Front wheel drive cars may use spring spacers or modify strut to obtain ride height. 
Rear Suspension 
1. Coils may be replaced with heavier spring. 
2. A spacer may be used. 
3. No doubling coil springs. 
4. Leaf spring may have no more than 6 leaves. 
5. No extended leaf shackles. 
6. No more than 4 clamps on leaves. 
7. You may run 3 loops #9 wire or 1 loop 3⁄8” chain per side from the rear end and 
around 
the frame. 
Tires and Wheels 
 
1. Tires and Wheels can be no larger than 16” 
2. No split rims, no studded tires, no beadlocks, no foam filled and no solid rubber drive 
tires. 
3. Doubled tires, and flaps ok. 
4. Valve stem protectors okay. 
5. Reinforced rims ok as long as it is a stock rim and does not extend past bead. 
 



Fuel tank and Battery 
1. Stock fuel tank must be removed and wires cut. 
2. Aftermarket, homemade tank or boat tank must be used, mounted behind driver’s 
seat 
inside fuel tank protector, mounted securely to cage or floor and covered. 
3. No plastic tanks of any kind! 
4. The fuel line may run under car or inside of the car. If mounted inside the car it must 
be 
inside metal conduit. 
5. If running electric fuel pump it must shut off with switch or ignition. 
6. Battery must be moved inside the driver's compartment, be mounted securely and 
covered. Preferred to be in a box of some sort. 
7. You may run 2 batteries. 
Rust Repair and Repair Plates 
1. All rust repair on body, frames, and unibody must be replaced with same thickness 
material that is rusted. Patch to be no more than 2” past repair area and leave rusted 
out metal in place ( patch over it ). If in doubt call or send us pictures before you patch. 
2. Repair patches on preran cars is allowed only on cracked or bent frames or unibody. 
3. 4”x4”x3/16” with 1⁄2” hole drilled in the middle of the patch only 
4. 2 patches per corner of the car only, any more than 2 you will cut, no exceptions. 
 


